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Pneumatic Retaining Ring and Hose Clamp Tools for Automated Assembly

i ini INTERNAL EXTERNAL
Pneumatic Retaining RING SERIES/SIZE RANGH RING SERIES/SIZE RANGE
Ring Tool *TIP *POWER *TIP *POWER
NUMBER PACK s a— —HUMDERA " PAGK
‘ H 25-287 TIP-70 PTL- H 5-6 -3 E-
These pneumatic hand 1ools ol g A s i & L 4
automate assembly using a [BHO 25-287 TIP-70 PTL- BSH 93-2%5 [1P-70 PTE-
compressed air line (85 ps).  mor—Tsrom TP TPTH | [SAT o0 P-38 PTE-
Saves time while eliminiating TS [P0 - §1100 = TE:
injury. Pneumatic Retaining Ring | {26mm-G8imm [TP- HE ! < -
i i DAT  [{6mm-2{mm | TIP-47 [PTIT | [SHR 39-47 P-38 PTE-
Toolsvare ‘deS|gneq 0 ﬂt‘ .the | [22mm-55mm [TIP-70 [PTI | 50-66 p-47 PTE-
following inch/metric  retaining 7598 P-70 PTE-
rings: HO, VHO, BHO, HOI, SH, |Tsu [10mm-21mm [ TIP-47 [PTE-T |
VSH, BSH, SHI, SHR, DHO, DSH, [21mm-55mm [TIP-70 [PTEA |
DST, DHT. |DST [16mm-21mm [ TIP-47 [PTE-] |
Call 1-800-557-6867 for technical [22mm-55mm [TIP-70___[PTE-1 |
information. Note:  Power pack
and tips must be purchased
together for tool to operate.
i Rotor | Pneumatic | Rotor | Pneumatic : Rotor | Pneumatic | Rotor | Pneumatic
S:,nelun:/\?'“c féawn Insta}lla:ion E‘I:awn Inst%lla}ion Pneumatic I_(I:(I;awn Insti%lla}ion I_(I:éawn Inst%IIa}ion
nole Wire 0. 00| 0. ool | 1 0. 00 0. 00|
g HC-4__[PWS-4 C- PWS-19 Double Wire DW-4.5 [PWD-4.5_|DW-17 |PWD-17
Hose Clamp Tool [Hc- WS- [HC-19.5 [PWS-19.5 Hose Clamp Tool [Dw- WD-5__|DW-17.5[PWD-17.5
HC-5.5 [PWS-5.5 |HC-20 |PWS-20 DW-5.5 [PWD-55 |DW-18 |PWD-18
HC-6 [PWS-6 _|HC-21 |[PWS-21 DW-6__[PWD-6 ___|DW-19 |PWD-19
HC-7 __[PWS-7___[HC-22 |PWS-22 DW-6.5 [PWD-6.5 |DW-19.5[PWD-19.5
HC-7.5_|PWS-7.5_|HC-23 _|PWS-23 DW-7__[PWD-7 __|DW-20 |PWD-20
HC-8 _[PWS-8 _ |HC-24 |PWS-24 DW-8 _[PWD-8 __|DW-21 |PWD-21
HC-8.5 [PWS-85 [HC-25 |PWS-25 DW-8.5 [PWD-85_|DW-22 |PWD-22
HC-9 [PWS-9 __ [HC-26 |PWS-26 DW-9 _[PWD-9 __ |DW-22.5|PWD-22.5
HC-9.5 [PWS-95 |HC-: WS-28 W-9.5 [PWD-95 |DW-23 [PWD-23
-10_[PWS-10 __[HC-30 |PWS-30 DW-10 [PWD-10 __|DW-24 |PWD-24
HC-10.5]PWS-10.5 |HC-31 |PWS-31 DW-10.5[PWD-10.5 |DW-25 |PWD-25
HC-11_[PWS-11 _[HC-32 |PWS-32 DW-11" [PWD-11[DW-26 [PWD-26
HC-12_|PWS-12__|HC-34 [PWS-34 Dw---.§|3WJ‘w.5 DW-27_|PWD-27
HC-13_[PWS-13_[HC-35_|PWS-35 DW-12_[PWD-12__|DW-28 |PWD-28
HC-14__|PWS-14_|HC- PWS-36 DW-12.5[PWD-12.5 |DW-30 |PWD-30
HC-15_|PWS-15__|HC- PWS-38 DW-13_[PWD-13 _|DW-31 |PWD-31
HC-1 WS-16__|HC-2 WS- W-14_[PWD-14__|DW-32 |PWD-32
HC-17 _[PWS-1/ __|HC-42 |PWS-4 DW-14.5[PWD-14.5 |DW-34 |PWD-34
HC-17.5|PWS-17.5 [HC-46 [PWS-46 DW-15" [PWD-T5|DW-35 [PWD-35
HC-18_[PWS-18 _[HC-50 |PWS-50 DW-16_[PWD-16 _|DW-36 |PWD-36
HC-188 [PWS-188

RotorMatics Automated Assembly Retaining Ring Tool - “Rotor Kick Jr.” (RK])

This ergonomic tool from Rotor Clip provides operator convenience and comfort along with efficient automated
assembly. No electrical connections required. The tool is operated by air pressure for convenience and safety. And
Carpal Tunnel Syndrome (CTS) injuries, caused by repetitive use of a manual tool, are eliminated.

This hand-held tool is lightweight, portable and easy to use. A patented feeder mechanism, designed and built by Rotor
Clip personnel, assures efficient, trouble-free operation.

Ring Series
E

RE
C INQUIRE REGARDING SPECIFIC SIZES
PO/POL
RG
NOTE: Rings must be purchased stacked for use with Rotor Kick tool.

In addition to the above, this tool can be used with DE, DC, ME and MRE
rings. Please inquire for availability.




